
1040

49 CFR Ch. I (10–1–01 Edition)§ 180.409

§ 180.409 Minimum qualifications for
inspectors and testers.

(a) Except as otherwise provided in
this section, any person performing or
witnessing the inspections and tests
specified in § 180.407(c) must—

(1) Be registered with the Depart-
ment in accordance with part 107, sub-
part F of this chapter, and

(2) Be familiar with DOT specifica-
tion cargo tanks and must be trained
and experienced in use of the inspec-
tion and testing equipment needed.

(b) A person who only performs an-
nual external visual inspections and
leakage tests on a cargo tank motor
vehicle, owned or operated by that per-
son, with a capacity of less than 13,250
L (3,500 gallons) used exclusively for
flammable liquid petroleum fuels, is
not required to meet the educational
and years of experience requirements
set forth in the definition of ‘‘Reg-
istered Inspector’’ in § 171.8 of this sub-
chapter. Although not required to meet
the educational and years of experience
requirements, a person who performs
visual inspections or leakage tests or
signs the inspection reports must have
the knowledge and ability to perform
such inspections and tests and must
perform them as required by this sub-
chapter, and must register with the De-
partment as required by subpart F of
part 107 of this chapter.

(c) A person who performs only an-
nual external visual inspections and
leakage tests on a permanently mount-
ed non-bulk tank, owned or operated
by that person, for petroleum products
as authorized by § 173.8(c) of this sub-
chapter, is not required to be reg-
istered in accordance with subpart F of
part 107 of this chapter. In addition the
person who signs the inspection report
required by § 180.417(b) of this subpart
for such non-bulk tanks is not required
to be registered. Although not required
to register, a person who performs vis-
ual inspections or leakage tests or
signs the inspection reports must have
the knowledge and ability to perform
such inspections and tests and must
perform them as required by this sub-
chapter.

(d) A motor carrier or cargo tank
owner who meets the requirements of
paragraph (a) of this section may use
an employee who is not a Registered

Inspector to perform a portion of the
pressure retest required by § 180.407(g).
External and internal visual inspec-
tions must be accomplished by a Reg-
istered Inspector, but the hydrostatic
or pneumatic pressure test, as set forth
in § 180.407(g)(1)(viii) and (ix), respec-
tively, may be done by an employee
who is not a Registered Inspector pro-
vided that—

(1) The employee is familiar with the
cargo tank and is trained and experi-
enced in the use of the inspection and
testing equipment used;

(2) The employer submits certifi-
cation that such employee meets the
qualification requirements to the Asso-
ciate Administrator, Attn: (DHM–32),
Research and Special Programs Admin-
istration, Department of Transpor-
tation, 400 Seventh Street, SW., Wash-
ington, DC 20590; and

(3) The employer retains a copy of
the tester’s qualifications with the doc-
uments required by § 180.417(b).

[Amdt. 180–2, 55 FR 37069, Sept. 7, 1990, as
amended by Amdt. 180–3, 56 FR 66287, Dec. 20,
1991; 57 FR 45466, Oct. 1, 1992; Amdt. 180–11, 62
FR 1217, Jan. 8, 1997; 66 FR 45391, Aug. 28,
2001]

§ 180.411 Acceptable results of tests
and inspections.

(a) Corroded or abraded areas. The
minimum thickness may not be less
than that prescribed in the applicable
specification.

(b) Dents, cuts, digs and gouges. (See
CGA Pamphlet C–6 for evaluation pro-
cedures.)

(1) For dents at welds or that include
a weld, the maximum allowable depth
is 1⁄2 inch. For dents away from welds,
the maximum allowable depth is 1⁄10 of
the greatest dimension of the dent, but
in no case may the depth exceed one
inch.

(2) The minimum thickness remain-
ing beneath a cut, dig, or gouge may
not be less than that prescribed in the
applicable specification.

(c) Weld or structural defects. Any
cargo tank with a weld defect such as
a crack, pinhole, or incomplete fusion,
or a structural defect must be taken
out of hazardous materials service
until repaired.
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